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VIA U.S. MAIL

January 9, 2002

Mr. Fred Micke
USEPA
77 W. Jackson Boulevard
Chicago, IL 60604

RE: Lakeshore East, Chicago, IL

Dear Mr. Micke:

Enclosed please find a copy of the most recent copy of the report from STS Consultants. Please
feel free to call me with any questions you might have at 312.642.8869 x345.

Very truly yours,

MAGELLAN DEVELOPMENT GROUP, LTD As Agent for
LAKESHORE EAST LLC

David J. Carlins
Vice President
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STS Consultants, Ltd.
Solutions through Science & Engineering

January 8, 2002

Mr. David Carlins
Magellan Development Group, Ltd.
One West Superior, Suite 200
Chicago, Illinois 60610

Mr. Sean W. Bezark Esq.
Altheimer and Gray
10 South Wacker Drive
Chicago, Illinois 60606-7482

RE: Test Pit Exploration, 26-Acre Golf Course Site, Southwest Corner of Wacker Drive and Lake
Shore Drive, Chicago, Illinois - STS Project No. 1-32193-YH

Dear Mr. Carlins and Mr. Bezark:

In accordance with our proposal of December 6, 2001 (STS Proposal No. 1-14892-PP), STS Consultants,
Ltd. (STS) has completed test pit explorations at the above-referenced site. The objective of that work
was to identify the approximate ground surface elevation of the site during the time the area was in use
as a freight yard in the early part of the 1900s. That information is to be used to specify the areas to be
drilled and the depth of exploration for areas where fill soil is present over the ground surface from the
early 1900s. The fill thickness is to be determined in order to identify areas where fill thicker than two feet
may be present. Former exploration of the site for elevated gamma radiation identified several locations
with evidence of elevated radioactivity. That survey, however, would not detect radioactivity beneath a
soil cover of more than two feet. Areas with fill greater than two feet will be explored through subsurface
survey methods.

TEST PIT EXPLORATION LOCATIONS

Historical records of the site were reviewed to locate potential targets for identifying the former ground
surface. Six locations for test pits were proposed, and five were subsequently excavated. The proposed
locations were as follows:

Location A Former railroad tracks adjacent to a scale house and Slip C, in the northwest part of
the site.

Location B Building foundation/floor slab of former cold storage warehouse near west end, south
side of Slip D.

Location C Brick pavement and south edge of Slip D immediately north of cold storage
warehouses.

Location D Paved driveway and former railroad tracks between cold storage warehouses and
coal storage yard, north of Slip E. (Note: this location was not excavated due to
interferences with irrigation system and location on tee area.)

Location E Edge of slip at west end of Slip E.

Location F Railroad tracks and canal edge of projected extension of Slip C.

These test pit locations are based on land use depicted on Sanborn Fire Insurance Maps dated 1906
Additionally, an elevation survey in approximately 1971 of the Illinois Central rail yard was reviewed
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by International Engineering Consultants. The rail yard elevation was reported to be approximately 7.1
feet Chicago City Datum (CCD).

Elevations from the test pit exploration results, discussed below, and from the railroad yard map were
standardized to CCD elevations before developing the fill thickness map. Figure 1 shows the locations of
the test pits on the current site. Figures 2a and 2b show the test pit locations superimposed on the
Sanborn Fire Insurance Map from 1906.

TEST PIT FINDINGS

Location A

A thin cinder fill cover 12 to 18 inches thick was found, being somewhat thicker to the west. Timbers were
found running north-south, possibly reflecting cribbing for the scale pit. Below the cinders was fine brown
sand, apparently natural beach sand. No evidence of rail bed ballast, ties, or rails was noted in the test
pit.

The ground surface elevation in this area is approximately 5.4 feet CCD. The base of the cinders was
encountered at an elevation of 4.3 feet CCD. The former ground surface was not evident in this test pit.

Location B

The excavation encountered concrete with re-bar immediately below the ground surface. The north edge
of the concrete is covered by cinder fill approximately 16 inches thick. Beneath the cinder fill a mixture of
fine sand and cinders was encountered. The cinder fill is only a few inches thick over the sand.

The ground surface elevation in this area is 5.9 feet CCD. The bottom of the cinders was encountered at
elevations of approximately 5.7 to 5.8 feet CCD. The thick cinder fill and presence of the concrete
foundation at the ground surface suggests the former ground elevation was at or above approximately the
current elevation of approximately 6.0 feet CCD.

Location C

This test pit was excavated to locate a brick pavement along the south edge of Slip D. Paving bricks
were found in the upper 18 inches of the trench. These bricks are not in place but had been torn up and
mixed with other materials. Below the material containing the bricks, cinder fill and rubble was
encountered. Beneath the cinder fill a layer of what appeared to be an asphalt type pavement over a
limestone basecourse was encountered. Pink common brick rubble was encountered beneath the
asphalt and limestone.

Ground surface at the location of the test pit is 7.2 feet CCD. The elevation of the asphalt surface is 5.7
feet CCD. The elevation of the brick pavement is thus placed at between 6.0 and 7.0 feet CCD.

Location D

Location was not excavated.

Location E

This test pit was excavated at the west end of Slip E. Approximately 12 inches of mixed cinders and soil
was found over a wooden structure. The wood appeared to be timbers rather than ties. The timbers are
oriented both north-south and east-west. To the east, the test pit encountered fill soil and debris, with
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iinie or no t»mber or wood. West of the tim.oers. the f.ll consists oi more bnck ard cancers. I: acpears the
: —ioer conr.pr.sea a floor or decking ana a wall at the .vest end of the slip

Tne grocrd surface elevation at this test pa ;s 7.1 feet CCD The elevator cf the :cp c* tre : -r.Eers s
acpfcx.:malely 5.3 'eet CCD. This indicates tne fo"ner ground surface was oerwee" 5 0 z~z 7.0 fee:
CCD at ne edge of Slip E.

Location F

T- 5 tesa p.: was excavated near a ndge o* 'ill orotecti^g a lighting fixture. Tre uppe' app-cx m.a:e:v tv.o to
trree Sect was "~bbie fifl placed to forn the c'ctect:ve ndge. Th;s fill was underlain by cr.oer :-ii 12 to 18
if-c-es th.ck A[ thai depth a weed timber was encountered Miscellaneous '.:] with some stamra '.vas
ev rent c-s the east side of the weed beam. A uniform gray silt til! sod was evident to the west of the
• -res' Tre oa:enal is interpreted sucn that the gray silt :s fill from the forme" southern exleisic^i of S: ̂
C Tne imisceilanecus fiil matenal is on the >and s;de of the slip wall.

The current ground surface at this location is 7.1 feet CCD. The elevation o- the timber s 3.7 'eet CCD
Tne s Jip wall s possibly tower as rt had been filled *n pnor to the 1900s and s not represe^tat ve of the
ground etevat-on at that time. The c:nder 'ill probably represents the former g'ound s-rface. tut nc
distinct marker is evident below the mere recent fii! a! an elevation of - to 5 feet CCD.

CONCLUSIONS

On tine basis oi tnese test pits, the oest mdicat.cns of the ground sjrface efevaticr-s suggest ar eariv
1 9«C€s eievatson cf between 6.0 anc 7.0 feet CCD. This agrees fairly well with the tcpograc-> '-on the
•aii.-a'GS n t*ie 1973s wrth an elevation of aporoxirrately 7.0 feet CCD. !n croe' :o c'cvce some e.e: c;

cc^ser/atism basec on the uncertainty cf the data. STS nas assumed that tr.e lower eei.at or o' the
jrc-na surface was 5.0 feet CCD

C- tr,e oasts cf tie snieidmg provided by soi. over :.vo feet th.ck. any Ml at an eievat or c' g-eater than
8 0 fee! CCD wii be assumed suffc-entiy thck to ootenta'iy mask undefyrg 'aooacr.-e "-ate-ai t-a:
:oj..2i net be detectea tnrougn a surface gamma survey.

.Ve appreciate betrig of assistance or, ths project. Please contact the unae'sored wur a~ . -uesticis
yoi. may have regarding this matter

Regans.

STS CONSULTANTS. LTD.

Steepen G. Torres. C.P.G.
Sc erce G^j'jc Manager

G Berggreerl .P.G.rl

:c james K.rtg LaSal!e National Bark
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